
DESCRIPTION 
Back and seat made of high performance glass fiber reinforced 
polypropylene by gas assisted injection process, with UV additives level 8 for 
protection against ultraviolet rays and fastness to light.

COLORS
Microtextured surface.

*Special colors are also available, upon special request.

CUSHION
A polyurethane foam cushion, upholstered with vinyl or fabric, with silver 
ion technology that protects the material from microorganisms, scratches, 
rubs, and stains.

ZED contract

 MATERIALS

Stackable
(5 units)

608 - 23.9

486 - 19.1

504 - 19.8 524 - 20.6

mm - in

854 - 33.6

459- 18

670 - 26.3

211 - 8.3

POLYPROPYLENEPP

The ZED chair stands out for its incredible versatility. Its multiple configurations and high-level 
aesthetics make it a perfect option for any kind of activity and space.
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ZED
4 LEGS

Blanco Negro Gris



INORCA SAS
Calle 18 #118-85 Avenida Cañasgordas - 54 Cali, Colombia
Tel: +57 2 4896999  - Toll free from USA: + 1 786 209 0299 /
www.inorca.com / info@inorca.com.co
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ZED
4 LEGS

REGULATIONS AND 
CERTIFICATIONS

STRUCTURE
Legs fabricated in a 16-gauge tubular metal structure of 7/8" (22mm) diameter, 
with a black or gray electrostatic powder  coating finish, resistant to +750 hours 
of salt spray.

ARMLESS
11.4 lb  /  5.2Kg

PRODUCT CERTIFICATIONS
Product tested according to ANSI/BIFMA X5.1 Office Chairs:

-Drop Test - Dynamic (BIFMA x5.1-11-8)
-Stability Test (BIFMA x5.1-11-12)
-Leg Strength (BIFMA x5.1-11-18)
-Seating Durability Test (BIFMA x5.1-11-11)

COMPANY CERTIFICATIONS

STEELCR

Negro Gris

Cromado
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ISO 9001:2015
Quality management system

WITH ARMS
12.7 lb  /  5.8Kg

LOAD CAPACITY
300 lb  /  136Kg

 WEIGHT

ANSI/BIFMA X5.1 - 2011


